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parts of the patterns are thermally fused so as to generate roundness 6 at their 
cutting edges. As a result, the need for pouring the resin on the base attached with 
the patterns, then heating and solidifying the resin is eliminated. 
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♦NOTICES* CV\^cl\iKe ~\rfc<\fWV\oA ~k<~ 3q,par\ 

Japan Patent Office is not responsible for any 
damages caused by the use of this translation. 

1. This document has been translated by computer. So the translation may not reflect the original precisely. 

2. **** shows the word which can not be translated. 
3. In the drawings, any words are not translated. 



DETAILED DESCRIPTION 



[Detailed Description of the Invention] 
[0001] 

[Industrial Application] this invention relates to the manufacture method of ornament objects, such as aetickenand an emblem. 

[0002] V ' 

[Description of the Prior Art] The thing of structure which rose and put the resin transparent on a pattern that the base was given, 
as a kind of ornament objects, such as a sticker and an emblem, on the state exists. 

[0003] When manufacturing such an ornament object conventionally, after attaching a pattern by printing or foil push on the 
surface of the base, thermosetting resin, such as a transparent epoxy resin and a urethane resin, is poured out on it, potting is 
carried out, using the surface tension of the resin, it rises, a front face is changed into a state, and the so-called method of heating 
the resin at the end and solidifying is taken. 
[0004] 

[Problem(s) to be Solved by the Invention] Since the above conventional processes must be heated after they pour out a resin, its 
process is complicated, they require time and effort, and have the problem from which productivity is low and serves as cost 
quantity. 

[0005] Then, this invention aims at offer of a new process which it is efficient and can manufacture simply ornament objects, such 
as a sticker of the structure which was wearing the front face of a pattern by the transparent resin which rose, and an emblem, by 
the low cost. 
[0006] 

[Means for Solving the Problem] In order to attain the above-mentioned purpose, the manufacture method of ornament objects, 
such as a sticker of this invention, and an emblem After giving a pattern 4 that it consists of a single or two or more overlapping 
ink 2, or the layer of a foil 3 by printing or foil push to the rear face of the thermoplastic transparent resin sheets 5, such as vinyl 
chloride The transparent resin sheet 5 is reversed and the process characterized by melting so that a radius of circle 6 may 
produce the circumference part of the above-mentioned pattern 4 in the margo-incisalis section is taken by processing it into the 
front-face side by carrying out die pressing with metal mold 9. 
[0007] 

[Example] First, drawing 1 - drawing 7 are related with the example which manufactures a sticker. Drawing 1 and drawing 2 are 
what snowed the completed sticker 1 , among drawing, ink and a sign 3 are foils and the sign 2 forms the pattern 4 by piling up 
this ink 2 and foil 3. Signs 5 are thermoplastic transparent resin sheets, such as wrap vinyl chloride, about a pattern 4 top. The 
periphery of this transparent resin sheet 5 is rounded [ 6 ]. Moreover, a sign 7 is a double faced adhesive tape, and a sign 8 is a 
releasing paper. 

[0008] Drawing 3 - drawing 7 show the manufacturing process of the above-mentioned sticker 1 . First, as shown in drawing 3 , 
the rear face of the thermoplastic transparent resin sheets 5, such as vinyl chloride, is turned up, and a part of pattern 4 is printed 
on the upper surface. A sign 2 is ink attached by the printing. 

[0009] Next, as shown in drawing 4 , foil push is performed after the printing and a pattern 4 is completed. A sign 3 is the foil 
used for foil push. In addition, foil push may be performed by dividing into multiple times, and may use a hairline and a hologram 
as a foil. Moreover, although ink 2 and a foil 3 may be piled up as mentioned above and a pattern 4 may be formed, only printing 
may form a pattern 4 only by foil push. 

[0010] Next, as shown in drawing 5 , the double faced adhesive tape 7 to which the releasing paper 8 was attached is stuck on the 
layer of the ink 2 which forms a pattern 4, and a foil 3. In addition, since the double faced adhesive tape is unnecessary when 
manufacturing an emblem etc. although this double faced adhesive tape 7 is indispensable in order to manufacture a sticker 1 like 
this example, this process can be skipped. 

[00 1 1 ] Next, as shown in drawing 6 , vertical reversal of the transparent resin sheet 5 which attached the pattern 4 at the 
above-mentioned process is carried out. That is, a front face is turned up. And by processing it by descending and carrying out die 
pressing of the metal mold 9 from the upper part, as shown in drawing 7 , heating fusing is carried out so that a radius of circle 6 
may produce the circumference part of a pattern 4 at the OFF edge. Thereby, the above-mentioned sticker 1 is completed. 
[0012] Moreover, drawing 8 shows the completion state of another sticker 10. This sticker 10 skips a foil push process, and 
forms a pattern only by printing. Other processes are the same as the process which manufactures the above-mentioned sticker 1 . 
[00 1 3] Moreover, drawing 9 shows the completion state of an emblem 1 1 . Although this emblem 1 1 is also manufactured at the 
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process which manufactures the above-mentioned sticker 1 , and the same process, the process which sticks the double faced 

adhesive tape 7 to which the releasing paper 8 was attached is skipped. 

[0014] 

[Function and Effect of the Invention] The manufacture method of ornament objects, such as a sticker of this invention and an 
emblem, is as above-mentioned, after pouring out a resin like the above-mentioned conventional example on the base which 
attached the pattern, it is not necessary to take the complicated process of heating the resin and making it solidify, and since what 
is necessary is just to only melt the transparent resin sheet 5 which gave the pattern 4 to the rear face, it becomes possible to 
mass-produce simply and well. Moreover, since a pattern is attached conventionally, in this invention, by giving a pattern 4 to the 
rear face of the transparent resin sheet 5, the indispensable base becomes unnecessary and can also exclude a part of material. 
Therefore, the manufacture method of ornament objects, such as a sticker of this invention and an emblem, has the advantage that 
a large cost cut is brought about, compared with the conventional process. 



[Translation done.] 
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